The Great Plains 3P806NT and 3P1006NT are 2-point mounted no-till drills with lift assist wheels to ease operation and transport.

Both drills utilize 06 Series Openers to properly place seed. Coulters are pre-loaded to 450 pounds to ensure proper penetration, even in the toughest conditions. This spring-loaded coulter design adds stability and improved tracking on slopes. A double disc configuration and full-length seed tube ensure seed is consistently placed at the chosen depth. Depth is controlled by the 18-position T-handle press wheel adjustment.

Additional boxes are available for planting both native grass and small seeds. This allows up to three different seeds to be planted at separate rates and different depths at the same time.

Featuring a fluted feed design, the main seed box’s seeding rate is set with the four-speed transmission and adjustable gate opening. The optional native grass box meters seed with the field proven picker wheel, and rates are adjusted by varying the speed of the drive. Lastly, the optional small seeds attachment is a smaller version of the fluted feed system, and seeding rates are set by changing the opening of the fluted feed. The ground-drive system automatically disengages when lifted, simplifying the unit and enhancing its reliability.
FEATURES & BENEFITS

• **4-Speed Gearbox** - Changing seed rates is quick and effortless with these permanently lubricated, sealed gearboxes.

• **Category II Hitch or Category III Hitch (3P1006NT only)** - Easy 2-point hookup on various types of tractors.

• **Coulter Grease Bank** - Lubricates coulter pivots from one location.

• **T-Handle Opener Depth Adjustment** - Provides 18 different positions for accurate depth control.

• **Large Box Capacity** - With a 2 bu./ft. capacity, its larger seed box reduces downtime and covers more acres per fill.

• **Choice of Coulters** - Two coulter options offer a wide range of penetration and performance.

STANDARD EQUIPMENT

- 2 bu./ft. seed box
- Rear lift-assist wheels
- Cat II hitch or Cat III hitch (3P1006NT only)
- 4-speed gearbox
- Dual gearboxes on 10’ w/ native grass or dual seed
- Calibration crank
- Coulter grease bank
- Folding rear ladder
- LED safety lighting
- Manual storage pack
- Acremeter
- Seed level indicator
- Gas shock assisted lids

OPTIONAL EQUIPMENT

- Native grass box
- Small seeds box
- Fertilizer box
- Dual seed box: 8 bu. (3P806NT) 10 bu. (3P1006NT)
- Compact extension hitch
- Weight bracket w/ hardware
- Seed box agitator
- Seed cup plugs
- Air design scrapers
- Keeton® Seed Firmers

Two standard lift-assist wheels in the rear of the 3P806NT & 3P1006NT provide greater lift capacity and assist the tractor’s 3-point. Straddled axle caster wheels provide maneuverability and strength.

2-Point with lift assist allows for unmatched ground gauging in rough, rolling terrain while ensuring safe operation and transport.

<table>
<thead>
<tr>
<th>8’ &amp; 10’ Mounted</th>
<th>3P806NT</th>
<th>3P1006NT</th>
</tr>
</thead>
<tbody>
<tr>
<td>Recommended Use</td>
<td>No-Till</td>
<td></td>
</tr>
<tr>
<td>Row Spacing</td>
<td>7.5”</td>
<td></td>
</tr>
<tr>
<td>Working Width</td>
<td>8’ 1.5”</td>
<td>9’ 4.5”</td>
</tr>
<tr>
<td>Transport Width</td>
<td>8’ 3”</td>
<td>9’ 10.25”</td>
</tr>
<tr>
<td>Transport Height</td>
<td>Varies by Tractor</td>
<td></td>
</tr>
<tr>
<td>H.P. Requirements</td>
<td>80+</td>
<td>100+</td>
</tr>
<tr>
<td>Weight (lbs)*</td>
<td>4,054</td>
<td>4,820</td>
</tr>
<tr>
<td>Main Box</td>
<td>16 bu.</td>
<td>20 bu.</td>
</tr>
<tr>
<td>Small Seeds Box</td>
<td>1.9 bu.</td>
<td>2.4 bu.</td>
</tr>
<tr>
<td>Native Grass</td>
<td>8 bu.</td>
<td>10 bu.</td>
</tr>
<tr>
<td>Fertilizer</td>
<td>7.4 cu. ft.</td>
<td>9.2 cu. ft.</td>
</tr>
</tbody>
</table>

Specifications are subject to change without prior notification. *Weights based on 7.5” row spacing with main seedbox only. *Weights will vary with options.